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INDIVIDUAL CERTIFICATES OF 
INSPECTION IS AUTOMATICALY 

GENERATED FOR EACH FLANGE / VALVE 
INSPECTED. 

 
 
 

 
 



 

BHP 
NIGEL SOOKDEO
1-868-625-0555

CPP ISOMETRIC

DRAWING # / P& I.D#
1236-0XOX

SYSTEM
LOCATION:
 REF.No. FROM TO

1260 1261

 
DATE PWL. Nominal Pipe TYPE TYPE OF NUMBER STUD BOLT WASHERS
INSP. RBG TAG # DIA. (Inches) OF STUDS COATING OF STUDS DIAMETER CIR. DIA. [Y]/[N]

00/01/1900 3/4" 300 PSI B7

GASKET GASKET Flange Type Stud Flange Flange Flange Flange NUT
TYPE  MATERIAL FF:[ ] / RF:[ ] / RTJ:[ ] Length Rating/Size O.D. Thickness MATERIAL SIZE

STUD FLANGE PIPE FROM TOTAL
 RATING NUTS WELD

1 No Evidence of Corrosion ( " As New") 0-1 0 0 1 1
 (a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation

(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties
2 Light superficial surface scale/corrosion 2 0 0 0 0

(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties

3 Medium Scale corrosion 3 0 0 0 0
 (a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation

 (b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties
4 Heavy Scale Corrosion 4 4 4 0 8

 (a) Loss > 25% of Visible Surface< 50% (c) > 50% of Edges Rounded (e) Extensive Discolourisation

 (b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties
5 Gross Corrosion 5 0 0 0 0

 (a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties
 (b) Crevice Corrosion (d) 100% Loss of Threads

6 Condition Of Coating  N/A N/A N/A N/A N/A
 (a) Intact "As New" (c) > 50% Present (e) No Coating Evident
 (b) Nearly Intact (d) Limited Evidence < 25%

7 Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) Y/N   N/A  
8 (Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0/8 0 N/A N/A 0
9 Is Flange Protected (Y=YES/N=NO) N/A NO NO N/A

TOTAL RATING 4 4 1 9
CRITICAL CRITICAL PASS FAILED 

DESCRIPTION TORQUE TENSION 
(1) TOOL Ref.: XIA 2006   
(2) TYPE OF LUBE:  N/A
(3) TORQUE/TENSION VALUE:   
(4) WORKING PRES. OF VESSEL  N/A
(5) TENSILE S/AREA OF STUD. N/A  
(6) DESIRED RESIDUAL BOLT STRESS N/A  
(7) RELAXATION FACTOR: N/A  
(8) PUMP PRESSURE 1st PASS(A)   
(9) PUMP PRESSURE 2nd PASS(B)   
(10) PUMP PRESSURE 3rd PASS  N/A

 

P& I.D

NO

NO

FLEXITALIC  RF 3 1/4" 3/4" 300 PSI 4 7/8" 11/16" 4  

0 0 0

0

(f) (a,b,e) 0

(d) (a)

 

0

 (a,b,e)

0 0

0 0

CONTACT No.: (2).

SITE LOCATION: (3).

CUSTOMER NAME: FLANGE INSPECTED BY:
CONTACT PERSON: (1).

TITLE ON P& I.D.
AFSGHJ-1030

ROUTING >>>>>>>>>>>>>>>>>>>>>

1234-0XOX-PROD DECK
LINE DESCRIPTION (LINE #)

PIPE SPECIFICATION STUD & BOLT SPECIFICATION

28

FLANGE SPECIFICATION

NO 
COATING 4   

VISUAL CATEGORISATION AREA OF CONCERN

Details on Job Site

 

(1) TOLERANCE AT 0°  
(2) TOLERANCE AT 90°  

FLANGE ALIGNED:

(d)

COMMENTS

WESTERN HEADERS
MEZELLINE DECK

(5) MARKINGS ON STUDS

(6) GASKET CONDITION

(3) TOLERANCE AT 180°  
(4) TOLERANCE AT 270°

DIGITAL 
PICTURE
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INDIVIDUAL CERTIFICATES CAN BE ACCESSED BY TYPING IN THE INSPECTION TAG NUMBERS INTO THIS COLUMN
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A DIGITAL PICTURE , ISOMETRIC AND P&I.D. INDICATING LOCATION OF INSPECTION TAG CAN BE ACCESSED BY CLICKING ON THE LINKS BELOW
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SAMPLE DIGITAL PICTURE AND ISOMETRIC 
DRAWING SHOWING INSPECTION TAG AND VISUAL 

STATUS 
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EXAMPLE OF FAILED FLANGE





 
 
 

FROM DATA POPULATED INTO THE 
FLANGE REGISTER DATABASE, 

INFORMATION CAN BE ANALYSED 
ACCORDING TO CLIENTS REQUIREMENTS. 

 
 
 
 

EXAMPLE 
 
 
  



 
 

FLANGE INSPECTION ANALYSIS
(COMPANYNAME) WELL #1

0%
4%

49%

47%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) WELL #2

2%

0%

63%

35%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) WELL #3

19%

5%

76%

0%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) WELL #4

0%

0%

95%

5%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) WELL #5

0%

0%

76%

24%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) 

HEADERS

38%

52%

7%

3%

CRITICAL FAILED PASS DENSO



FLANGE INSPECTION ANALYSIS
(COMPANY NAME) 

ALL FLANGES

74
27%

182
66%

8
3%

10
4%

CRITICAL FAILED PASS DENSO



 
 
 
 
 
 
 

 
 
 

Criteria for Analysing  
Visual Categorization of   

Flanges/Joints-(Bolted Connections) 
 
 
 
 



Pic(1)

 RATING SCALE
0-2 PASS
3-6 CRITICAL
>=7 FAILED

STUD PIPE FROM

 RATING NUTS WELD

1 No Evidence of Corrosion ( " As New") 0 0 0 0 0
 (a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]

(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e

2 Light superficial surface scale/corrosion 1 0 0 0 0
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

3 Medium Scale corrosion 2 0 0 0 0
 (a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
 (b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

4 Heavy Scale Corrosion 3 0 0 3 3
 (a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [X],[X],[X]
 (b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

5 Gross Corrosion 4 4 4 0 8
 (a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [X],[X] [  ],[  ]
 (b) Crevice Corrosion (d) 100% Loss of Threads [d],[e],[f] a  / b a  / b 

6 Condition Of Coating  N/A N/A N/A N/A N/A
 (a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
 (b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

7 Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
8 (Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
9 Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 4 4 3 11
CRITICAL CRITICAL CRITICAL FAILED 

TOTAL
VISUAL CATEGORISATION

AREA OF CONCERN FLANGE

ragoonathr
Text Box



Pic (2)

STUD PIPE FROM

RATING NUTS WELD

1 No Evidence of Corrosion ( " As New") 0 0 0 0 0
 (a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]

(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
2 Light superficial surface scale/corrosion 1 0 0 1 1

(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [X],[X],[X]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

3 Medium Scale corrosion 2 0 2 0 2
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [X],[X],[X] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

4 Heavy Scale Corrosion 3 3 0 0 3
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e

5 Gross Corrosion 4 0 0 0 0
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [  ],[  ] [  ],[  ]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e],[f] a  / b a  / b 

6 Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

7 Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
8 (Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
9 Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 3 2 1 6
CRITICAL PASS PASS CRITICAL 

TOTALVISUAL CATEGORISATION
AREA OF CONCERN FLANGE
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Pic (3)

STUD PIPE FROM

RATING NUTS WELD

No Evidence of Corrosion ( " As New") 0 0 0 0 0
(a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [X],[X],[X] [X],[X],[X]
(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Light superficial surface scale/corrosion 1 0 0 0 0
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Medium Scale corrosion 2 0 0 0 0
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Heavy Scale Corrosion 3 0 0 0 0
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Gross Corrosion 4 0 0 0 0
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [  ],[  ] [  ],[  ]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e],[f] a  / b a  / b 
Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
(Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 0 0 0 0
PASS PASS PASS PASS 

AREA OF CONCERN FLANGE TOTALVISUAL CATEGORISATION
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Pic (4)

STUD PIPE FROM

RATING NUTS WELD

No Evidence of Corrosion ( " As New") 0 0 0 0 0
(a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Light superficial surface scale/corrosion 1 0 0 0 0
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Medium Scale corrosion 2 0 0 0 0
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Heavy Scale Corrosion 3 0 0 0 0
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Gross Corrosion 4 4 4 4 12
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [x],[x] [x],[x]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e] a  / b a  / b 
Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
(Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 4 4 4 12
CRITICAL CRITICAL CRITICAL FAILED 

TOTALVISUAL CATEGORISATION
AREA OF CONCERN FLANGE
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Pic (5)

STUD PIPE FROM

RATING NUTS WELD

No Evidence of Corrosion ( " As New") 0 0 0 0 0
(a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Light superficial surface scale/corrosion 1 0 0 0 0
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Medium Scale corrosion 2 0 0 0 0
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Heavy Scale Corrosion 3 0 0 3 3
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [x],[x],[x]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Gross Corrosion 4 4 4 0 8
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [x],[x] [  ],[  ]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e] a  / b a  / b 
Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
(Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 4 4 3 11
CRITICAL CRITICAL CRITICAL FAILED 

TOTALVISUAL CATEGORISATION
AREA OF CONCERN FLANGE
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Pic (6)

STUD PIPE FROM

RATING NUTS WELD

No Evidence of Corrosion ( " As New") 0 0 0 0 0
(a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [x],[x],[x] [x],[x],[x]
(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Light superficial surface scale/corrosion 1 1 0 0 1
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Medium Scale corrosion 2 0 0 0 0
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Heavy Scale Corrosion 3 0 0 0 0
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Gross Corrosion 4 0 0 0 0
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [  ],[  ] [  ],[  ]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e] a  / b a  / b 
Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
(Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 1 0 0 1
PASS PASS PASS PASS 

AREA OF CONCERN FLANGE TOTALVISUAL CATEGORISATION
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Pic (7)

STUD PIPE FROM

RATING NUTS WELD

No Evidence of Corrosion ( " As New") 0 0 0 0 0
(a) No Loss of Material (c) Sharp Edges Defined. (e) Min. Discolourisation [a],[b],[c] [x],[x],[x] [x],[x],[x]
(b) No Visible Pitting (d) Threads Clearly defined (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Light superficial surface scale/corrosion 1 0 0 0 0
(a) No Visible Loss of Material (c)No Rounding Of Edges (e) Some Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b)  Slight Visible Pitting (d) No Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Medium Scale corrosion 2 2 0 0 2
(a) Min. Loss of Material (c) Rounding Of Edges (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Modest Amt. Pitting (d) Some Loss of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Heavy Scale Corrosion 3 0 0 0 0
(a) Loss > 25% of Visible Surface< 50(c) > 50% of Edges Rounded (e) Extensive Discolourisation [a],[b],[c] [  ],[  ],[  ] [  ],[  ],[  ]
(b) Moderate Pitting (d) > 50% Loss Of Threads (f) All Properties [d],[e],[f] a  / b / e a  / b / e
Gross Corrosion 4 0 0 0 0
(a) Extensive Widespread Pitting (c) Completely Rounded (e) All Properties [a],[b],[c] [  ],[  ] [  ],[  ]
(b) Crevice Corrosion (d) 100% Loss of Threads [d],[e] a  / b a  / b 
Condition Of Coating  N/A N/A N/A N/A N/A
(a) Intact "As New" (c) > 50% Present (e) No Coating Evident [a],[b],[c] [a],[b],[c] [a],[b],[c]
(b) Nearly Intact (d) Limited Evidence < 25% [d],[e] [d],[e] [d],[e]

Is it a Dissimilar Metal Joint With Maloney Kit Fitted : Rating (YES=1)/ (NO=0) 0-1 0 0 N/A 0
(Is Stud Bolt In situ= 0) Or (Withdrawn- OFFSPEC. = 8) 0-8 0 N/A N/A 0
Is Flange Protected (Y=YES/N=NO) N/A N0 N0 N/A

TOTAL RATING 2 0 0 2
PASS PASS PASS PASS 

TOTALVISUAL CATEGORISATION
AREA OF CONCERN FLANGE
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